
Software Name: AWK-3131-M12-RCC MIB File

V1.6 Build 17090816 N/A

AWK-3131-M12-RCC-US

AWK-3131-M12-RCC-US-T

AWK-3131-M12-RCC-US-CT

AWK-3131-M12-RCC-US-CT-T

AWK-3131-M12-RCC-EU

AWK-3131-M12-RCC-EU-T

AWK-3131-M12-RCC-EU-CT

AWK-3131-M12-RCC-EU-CT-T

AWK-3131-M12-RCC-JP

AWK-3131-M12-RCC-JP-T

AWK-3131-M12-RCC-JP-CT

AWK-3131-M12-RCC-JP-CT-T

N/A N/A N/A N/A N/A

V1.5 Build 16122916 N/A

AWK-3131-M12-RCC-US

AWK-3131-M12-RCC-US-T

AWK-3131-M12-RCC-US-CT

AWK-3131-M12-RCC-US-CT-T

AWK-3131-M12-RCC-EU

AWK-3131-M12-RCC-EU-T

AWK-3131-M12-RCC-EU-CT

AWK-3131-M12-RCC-EU-CT-T

AWK-3131-M12-RCC-JP

AWK-3131-M12-RCC-JP-T

AWK-3131-M12-RCC-JP-CT

AWK-3131-M12-RCC-JP-CT-T

N/A N/A N/A N/A N/A

V1.4 Build 16041815 N/A

AWK-3131-M12-RCC-US

AWK-3131-M12-RCC-US-T

AWK-3131-M12-RCC-US-CT

AWK-3131-M12-RCC-US-CT-T

AWK-3131-M12-RCC-EU

AWK-3131-M12-RCC-EU-T

AWK-3131-M12-RCC-EU-CT

AWK-3131-M12-RCC-EU-CT-T

AWK-3131-M12-RCC-JP

AWK-3131-M12-RCC-JP-T

AWK-3131-M12-RCC-JP-CT

AWK-3131-M12-RCC-JP-CT-T

1. Support no probe response vap node

2. Support extend control table node
N/A N/A N/A N/A

V1.3 Build 15092117 N/A

AWK-3131-M12-RCC-US

AWK-3131-M12-RCC-US-T

AWK-3131-M12-RCC-US-CT

AWK-3131-M12-RCC-US-CT-T

AWK-3131-M12-RCC-EU

AWK-3131-M12-RCC-EU-T

AWK-3131-M12-RCC-EU-CT

AWK-3131-M12-RCC-EU-CT-T

AWK-3131-M12-RCC-JP

AWK-3131-M12-RCC-JP-T

AWK-3131-M12-RCC-JP-CT

AWK-3131-M12-RCC-JP-CT-T

N/A N/A N/A N/A N/A

V1.0 Build 13043016 N/A

AWK-3131-M12-RCC-US

AWK-3131-M12-RCC-US-T

AWK-3131-M12-RCC-US-CT

AWK-3131-M12-RCC-US-CT-T

AWK-3131-M12-RCC-EU

AWK-3131-M12-RCC-EU-T

AWK-3131-M12-RCC-EU-CT

AWK-3131-M12-RCC-EU-CT-T

AWK-3131-M12-RCC-JP

AWK-3131-M12-RCC-JP-T

AWK-3131-M12-RCC-JP-CT

AWK-3131-M12-RCC-JP-CT-T

1. First release N/A N/A N/A N/A
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