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AWK-3252A-UN

Purpose and Scope

This guide describes how to configure WPA-Enterprise mode using EAP-TLS between two
AWK-3252A-UN devices. One AWK is configured as the access point, one AWK is
configured as the client, and FreeRADIUS on Ubuntu 24.04 LTS Server is used as the
authentication server.

Note

All user input in this guide is for reference only. For security reasons, replace this input
with stronger values when applying the instructions in this guide in a production
environment.

Test Bench Environment

The following environment was used to validate the configuration.

Component | Version/Details

Ubuntu 24.04.4 LTS; Linux kernel 6.8.0-117-
generic

AWK-3252A-UN; firmware v3.3, build

Ubuntu Server

AWK Device 2025_0606_1017
FreeRADIUS v3.2.5
OpenSSL OpenSSL 3.0.13 30 Jan 2024

FreeRADIUS Server IP Address 192.168.127.67/24
AWK-3252A-UN AP IP Address 192.168.127.253/24
AWK-3252A-UN Client IP Address | 192.168.127.252/24

Prerequisites
Before starting, make sure that:

e The Ubuntu server can reach the AWK management network.

e The AWK access point can reach the FreeRADIUS server.

e You have sudo access on the Ubuntu server.

e Time and date are synchronized on all devices.

e Certificate validity periods match the system time of the server and AWK devices.

Note

Certificate-based authentication is time-sensitive. Incorrect time, time zone, or date
settings can cause certificate validation or EAP-TLS authentication to fail.
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4 Preparing the Ubuntu Server

4.1 Configuring the Time Zone

1. Set the Ubuntu server time zone. This example uses Europe/Berlin.

$ sudo timedatectl set-timezone Europe/Berlin

2. Verify the time zone and current time.
$ timedatectl

Example output:

Local time: Tue 2026-05-19 15:10:56 CEST
Universal time: Tue 2026-05-19 13:10:56 UTC
RTC time: Tue 2026-05-19 13:10:56

Time zone: Europe/Berlin (CEST, +0200)
System clock synchronized: Yes

NTP service: active

RTC in local TZ: no

4.2 Install FreeRADIUS

1. Install the FreeRADIUS server and utilities.

$ sudo apt install freeradius freeradius-utils

5 Creating the CA, Server, and Client Certificates

5.1 Creating the Certificate Working Directory

1. Create a directory for the certificate files and move to the directory.
$ mkdir CA Certificates WiFi EAP-TLS

$ cd CA Certificates WiFi EAP-TLS/

2. Copy the OpenSSL configuration file to the working directory.
$ cp /etc/ssl/openssl.cnf .

3. Edit the OpenSSL configuration:

$ nano openssl cnf

In the [v3_ca] section, verify or configure the following values:

authorityKeyIdentifier=keyid:always, issuer

# Key usage: this is typical for a CA certificate. However since
it will

# prevent it being used as an test self-signed certificate it is
best

# left out by default.

keyUsage = critical, cRLSign, keyCertSign

b. In the [CA_default] section, specify the working directory.
dir = . # Where everything is kept
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5.2 Creating the Certificate Extension File

1. Create the certificate configuration file (cert.conf). The server extension is used for
the FreeRADIUS server certificate. The client extension is used for the AWK client
certificate.

$ nano cert.conf

[server ext]

extendedKeyUsage = serverAuth

keyUsage = critical, digitalSignature, keyEncipherment
authorityKeyIdentifier = issuer

subjectKeyIdentifier = hash

subjectAltName = @alt names

[alt names]
IP.1 = 192.168.127.67 # FreeRADIUS Server IP-Address

[client ext]

basicConstraints critical,CA:FALSE
clientAuth

keyUsage = critical, digitalSignature, keyEncipherment

extendedKeyUsage

authorityKeyIdentifier = keyid, issuer
subjectKeyIdentifier = hash

subjectAltName = email:Eching@moxa.com

5.3 Creating the Server Certificate Signing Request (CSR)

1. Create the server CSR configuration file (csr_server.conf).

$ nano csr_server.conf

[ req ]

default bits = 2048
prompt = no

default md = sha256
distinguished name = dn

Bayern
Frankfurt
TS-Frankfurt

= TS-Frankfurt-Department
FreeRADIUS-Server-Crt

emailAddress = Frankfurt@moxa.com
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5.4 Creating the Client Certificate Signing Request (CSR)

1. Create the client CSR configuration file (csr_client.conf).

$ nano csr _client.conf ‘

[ req ]

default bits = 2048
prompt = no

default md = sha256
distinguished name = dn

ST = Bayern
L = Eching
TS-Eching
TS-Eching-Department
= AWK-Client-Crt
emailAddress = Eching@moxa.com

5.5 Creating the CA Certificate and Key

1. Create the CA certificate and private key.
$ openssl req -x509 -sha256 -nodes -newkey rsa:2048 -keyout CA.key \
-out CA.crt -days 365 -config openssl.cnf

Example input:

Country Name (2 letter code) [AU]:DE

State or Province Name (full name) [Some-State]:Bayern

Locality Name (e.g. city) []:Munich

Organization Name (e.g. company) [Internet Widgits Pty Ltd]:MEU
Organizational Unit Name (e.g. section) []:MEU-TS

Common Name (e.g. server FQDN or YOUR name) []:CA-Cert

Email Address []:

5.6 Creating the FreeRADIUS Server Certificate

1. Generate the server private key. In this example, the key is encrypted using the
passphrase "1111". This passphrase must match the passphrase set in the
FreeRADIUS EAP configuration.

S openssl genrsa -aes256 -out Server.key 2048

2. Create the certificate signing request.
$ openssl req -new -key Server.key -out Server.csr \

-config csr server.conf
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3. Create the server certificate.

openssl x509 -req -in Server.csr -CA CA.crt -CAkey CA.key \

-CAcreateserial -out Server.crt \
-days 360 -sha256 -extfile cert.conf \

-extensions server ext

4. Verify the output. Refer to the following example of expected output.
Certificate request self-signature ok
subject=C = DE, ST = Bayern, L = Frankfurt, O = TS-Frankfurt, OU = TS-

Frankfurt-Department, CN =

FreeRADIUS-Server-Crt, emailAddress = Frankfurt@moxa.com

5.7 Creating the AWK Client Certificate

1. Generate the client private key.

$ openssl genrsa -out Client.key 2048 ‘

Note We do not use -aes256 for the AWK client private key as the AWK-3252A-UN firmware
version in this scenario does not support importing an encrypted private key.

2. Create the client certificate signing request.

$ openssl req -new -key Client.key -out Client.csr \

—-config csr client.conf

3. Create the client certificate.
openssl x509 -req -in Client.csr -CA CA.crt -CAkey CA.key \
-CAcreateserial -out Client.crt \
-days 360 -sha256 -extfile cert.conf \
-extensions client ext

4. Verify the output. Refer to the following example of expected output.
Certificate request self-signature ok
subject=C = DE, ST = Bayern, L = Eching, O = TS-Eching, OU = TS-Eching-
Department, CN = AWK-Client-Crt,

emailAddress = Eching@moxa.com

6 Configuring FreeRADIUS and EAP-TLS

6.1 Installing the FreeRADIUS Certificates
1. Copy the CA, server certificate, and server key to the FreeRADIUS directory.

# cp CA.crt Server.crt Server.key /etc/freeradius/3.0/certs/
# cd /etc/freeradius/3.0/certs/

2. Change the owner and group to “freerad” and the permissions to 640" for the
copied certificate files.

# chown freerad:freerad CA.crt Server.crt Server.key

# chmod 640 CA.crt Server.crt Server.key
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6.2 Replacing the EAP Module Configuration

1. Change to the FreeRADIUS mods-available directory and create a backup of the
original “eap” file.

# cd /etc/freeradius/3.0/mods-available/
# mv eap eap old

2. Create a new EAP file.

# nano eap

3. Add the following EAP-TLS configuration:

default eap type = tls

timer expire = 60

ignore unknown eap types = no

cisco_accounting username bug =

max sessions = ${max requests}

md5

}

gtc {
auth type = PAP

}

tls-config tls-common {
private key password = 1111
private key file = /etc/freeradius/3.0/certs/Server.key
certificate file = /etc/freeradius/3.0/certs/Server.crt
ca file = /etc/freeradius/3.0/certs/CA.crt
ca path = ${cadir}

| cipher list = "DEFAULT" ]

cipher server preference = yes

tls min version = "1.1"

ecdh curve = ""
cache {
enable = no
store {
Tunnel-Private-Group-Id

enable = no
override cert url = yes
url = "http://127.0.0.1/0csp/"
}
# Optional issuer check. The value depends on the CA
issuer.
#check cert issuer =
" /C=DE/ST=Bayern/L=Munich/0=MEU/OU=MEU-TS/CN=CA-Cert"
# Optional CN check. If Username is configured on the
device,
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# it must match the certificate CN.
#check cert cn = %{User-Name}

= tls-common

tls = tls-common
default eap type = md5

copy request to tunnel = no
use_ tunneled reply = no

virtual server = "inner-tunnel"

tls = tls-common
default eap type = mschapv2
copy request to tunnel = no
use tunneled reply = no
virtual server = "inner-tunnel"
}
mschapv2 {

}

6.3 Configuring the RADIUS Client Subnet
1. Add the subnet in which the AWK devices are deployed to
/etc/freeradius/3.0/clients.conf after the [IPv6 Client] section.
# nano /etc/freeradius/3.0/clients.conf
client MOXA-Dev {
ipaddr = 192.168.127.0/24
secret = "testingl234"
nas type = other
Note The information in this example is for reference only. Replace the secret with a strong,
unique shared secret before deploying outside a testing environment.
6.4 Starting FreeRADIUS in Debug Mode
1. Stop the FreeRADIUS service and restart the service in debug mode. This is required
to confirm the EAP-TLS authentication in the debug log when the connection is
established.
# systemctl stop freeradius.service
# freeradius -X
Note Press CTRL + C to leave debug mode.
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7 Useful OpenSSL Commands

The following OpenSSL commands help verify certificate files during troubleshooting

Purpose | Command

Check the certificate signing
request (CSR)

openssl req -text -noout -verify -in CSR.csr

Check a private key

openssl rsa -in privateKey.key -check

Check a certificate

openssl x509 -in certificate.crt -text -noout

Export the certificate and
key to a PFX/P12 file

openssl pkcsl2 -export -inkey Client.key \
-in Client.crt -certfile CA.crt \

-name "AWK-Client-Crt" \

-out Client.pl2 -passout pass:1111

Export the certificate to DER

openssl x509 -in domain.crt -outform der \

format —out domain.der
Show the PFX/P12 file openssl pkcsl2 -in example.pfx -info
contents

8 Configuring the First AWK-3252A-UN as an

Access Point

The first AWK device in this scenario will be set up as an access point.

Note The AWK device IP address must be in the same client subnet specified in the Configuring
the RADIUS Client Subnet section. In this scenario, the AWK AP IP address is set to

192.168.127.253/24.

8.1 Configuring the System Clock and Time Zone

1. Navigate to System > Time and go to the Time Zone tab.
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2. Configure the time zone and daylight saving settings.
= MOX/\ aAwk-3252A-UN

Q, Search for a function system Time
EE Device Summary System Clock Time Zone
{3} system
Time Zone*
System Management UTC+01:00 -
Account Management
Management Interface Daylight Saving
Daylight Saving Status *
Time Enabled =
System Time
Offset*
= WiF 01:00
Ports
Start
Layer 2 Switching Month = Week * Day* Hour *
Mar v last > Sun v 02 =
&0 1P configuration
E Network Service End
. Month* Week * Day* Hour *
@ Routing and NAT ot~ last ~ Sun - 03 ~

&5 Firewall

Certificate Management AR

3. Click Apply.
4. Navigate to System > Time and go to the System Clock tab.

5. Click SYNC WITH BROWSER. This will automatically synchronize the system time
with the PC.

= MOX A\ AwK-3252A-UN

Q, Search for a function system Time

EE Device Summary System Clock Time Zone

$5} system

System Management

Account Management

Clock Source *
Management Interface Internal Clock -
Time
Date*
System Time 202605—197@
o L Time *
16:06:18

Ports

Layer 2 Switching
APPL SYNC WITH BROWSER

@ IP Configuration

6. Click Apply.

8.2 Setting the Operation Mode to Access Point and
Creating a WPA3 Enterprise SSID

1. Navigate to Wi-Fi > Wireless Settings and go to the General tab.
2. Set the Operation Mode to AP.

Copyright © 2026 Moxa Inc. Page 11 of 17




Moxa Tech Note Configuring WPA Enterprise Mode Using EAP TLS for

AWK-3252A-UN

3. In the SSID Settings section, click the Add () icon to add an SSID.

= MOX/\ awk3252AUN

Q search fora function Wireless Settings
General MAC Cloning Wi Connections
opaaton o f—
AP ~  Indoor
SSID Settings ~
o SSID. RF Band ‘Security Encryption Status
ax
RF Settings >

Advanced Settings >

AppIY

[ certifcte Management

In the Configure SSID Settings window, configure the basic SSID settings and click
Next.

In this scenario, we are naming the SSID “Moxa_Test_EAP-TLS". This will be the SSID
the client AWK device will connect to.

Configure SSID Settings

o 2]

SSID Status =

Enabled =

SsiD* RF Band *
Moxa_Test_EAP-TLS 5GHz -
17/32

RTS / CTS Threshold *
2346

32-2346 bytes

Transmission Rate: 5 GHz

Data Transmission Rate * Min. Data Transmission Rate *
Auto * 0
0-65 Mops
Broadeast/Multicast Data Transmission Rate * Management Transmission Rate *
HT-MCS5 ~  HTMCSS -

CANCEL NEXT
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5. Set Security to WPA3 and the WPA Mode to Enterprise. Configure any additional
advanced SSID settings.

Configure SSID Settings

Enabled -

WPA Mode *

WPA3 ~  Enterprise hd

ected Management Frame *
802.11w >
cryptior EAPOL Versio

AES *+ 1 hd

3600

60- 86400

RADIUS Server 1

Addroes® UDP Po Shared Key

192.168.127.67 1812 testing1234 (O]
0-65535 117128

RADIUS Server 2
UDP Port

Address 1812 Shared Key o

0-65535 07128

6. Click Create to add the SSID.
7. On the General tab, click Apply.

9 Configuring the Second AWK-3252-UN as a
Client

The second AWK device in this scenario will be set up as a client.

Note The AWK device IP address must be in the same client subnet specified in the Configuring
the RADIUS Client Subnet section. In this scenario, the AWK Client IP address is set to
192.168.127.252/24.

9.1 Configuring the System Clock and Time Zone

Note Make sure the system time, time zone, and clock settings are the same as the access
point configuration.

1. Navigate to System > Time and go to the Time Zone tab.
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2. Configure the time zone and daylight saving settings.
= MOX/\ aAwk-3252A-UN

Q, Search for a function system Time
EE Device Summary System Clock Time Zone
{3} system
Time Zone*
System Management UTC+01:00 -
Account Management
Management Interface Daylight Saving
Daylight Saving Status *
Time Enabled =
System Time
Offset*
= WiF 01:00
Ports
Start
Layer 2 Switching Month = Week * Day* Hour *
Mar v last > Sun v 02 =
&0 1P configuration
E Network Service End
. Month* Week * Day* Hour*
@ Routing and NAT ot~ last ~ Sun - 03 ~

&5 Firewall

Certificate Management AR

3. Click Apply.
4. Navigate to System > Time and go to the System Clock tab.

5. Click SYNC WITH BROWSER. This will automatically synchronize the system time
with the PC.

= MOX A\ AwK-3252A-UN

Q_ Search for a function system Time
EE Device Summary System Clock Time Zone
$5} system
System Management 6:1 00
Account Management
Clock Source *
Management Interface Internal Clock -
Time
Date*
System Time 2026-05-19 a
= WA Time *
16:06:18

Ports

Layer 2 Switching
SYNC WITH BROWSER

@ IP Configuration

6. Click Apply.

9.2 Setting the Operation Mode to Client and Connecting to
the WPA3 Enterprise SSID

1. Navigate to Wi-Fi > Wireless Settings and go to the General tab.
2. Set the Operation Mode to Client.
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3. In the SSID Settings section, select the previously created SSID. In this example
scenario, we connect to "Moxa_Test_EAP-TLS".

= MOX/\ awk3252A-UN

Q_Search for a function Wireless Settings
B pevice summary General MAC Cloning WiFi Connections
24 system =
Operation Mode .
T wifi Client ~  Indoor -
Wireless Settings
Connection Management SSID Settings ~
Roarming Client
'Wi-Fi Security SSID * Y Ban
Moxa_Test_EAP-TL! = | 5GHz -

@ pors

17/32

Layer 2 Switching
Security Settings A
B0 1P Configuration Beranys

Securty WPA Mode
WPA3 - Enterprise -
S5 Network Service
@ Routing and NAT Protected Management Frame *
802.11w v
Firewall =
e pe e nctpnon: EAPOL Vet
AES -1 =
@ securty
EAP Protocol *
Diagnostics
EE Diag e .

3% Setup Wizard

TLS Certificate* /* [

4. Click Apply.

9.3 Importing the Client Certificate and Key
1. Navigate to Wi-Fi > Wireless Settings and go to the General tab.
2. In the SSID Settings section, click the Edit ( 4 ) icon next to TLS Certificate.

= MOX/\ awk-3252A-UN

Ports

Layer 2 Switching

Q_ Search for a function Wireless Settings
Device Summary General MAC Cloning WiFi Connections
£} system
Operation Mode ™ Rt
T Wi Client ~  Indoor ~
Wireless Settings
Coniection Managerient SSID Settings A
Basming Client
WiFi Secuity fr—
Moxa_Test EAP-TL! & 5GHz ~

%

Security Settings ~

0 P configuration

WPA Mode *

Wea3 -~ Enterprise =
E3 Network Service
Protecte .
802.11 -
Certificate Management Encryp
AES $ 1 .
@ securty
AP Protocal
5 Diagnost
BB Diagnostics & }

3§ setup Wizard

TLS Cenmca\e"@
Certfcate Issuedto Ceri
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3. Select Upload as the Method and navigate to the certificate and key files, then click
Apply.

Install Device Certificate and Key

Upload -

Client.crt O ©
T
Key

Client.key| (]

CANCEL APPLY

4. In the TLS Certificate section, confirm the information of the uploaded certificate
and click Apply.

TLS Certificate* 4"

RF Settings >

Advanced Settings >

10 Verifying EAP-TLS Authentication

10.1 Checking the FreeRADIUS Debug Log

1. Verify the FreeRADIUS debug log shows an “Access-Accept” response for the AWK
client.
(6) Sent Access-Accept Id 10 from 192.168.127.67:1812 to
192.168.127.253:46581 length 182
(6) MS-MPPE-Recv-Key =
0x5b5db7f2dc767ef3cf6ddc7bbalc2fe8912a2379%9a33e5abbe30aa558e1050e52
(6) MS-MPPE-Send-Key =
0xdad41106f7c728aa43£f5492a4716a57d6feb27cf33aab4117cf5c8eal£f4835f7a
EAP-Message = 0x03£20004
Message-Authenticator = 0x00000000000000000000000000000000
User-Name = "AWK-Client-Crt"
Framed-MTU += 994

10.2 Checking the AP Device Summary

1. Navigate to Device Summary.
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2. Verify the AWK client appears in the SSID’s client list.

SSID on 5 GHz 20060519 163243 O
RF Type Channel Width
N/AC Mixed 20-40-80 MHz
Channet Bonded Channel
36 (5180 MHz) 40, 44, 48
SSID Number of Associated Clients

Moxa_Test_EAP-TLS 1

11 Troubleshooting Checklist

If EAP-TLS authentication fails, verify the following items:

e The FreeRADIUS server certificate and private key are located in
/etc/freeradius/3.0/certs/.

e ThecCA.crt, Server.crt, and Server.key are owned by “freerad: freerad” and

have permissions “640".

e Theprivate key password in the EAP module matches the passphrase used for

Server.key.

e The unencrypted Client.crt and Client.key are imported on the AWK client.
e The RADIUS shared secret specified in clients.conf matches the AWK AP

RADIUS configuration.

e The time, date, and time zone settings for Ubuntu Server, the AWK Access Point,

and the AWK Client match.

e The FreeRADIUS service is started in debug mode with freeradius -X to inspect

the exact TLS or certificate error.
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